BITPOP 2.1

designplan®

Designed for visual comfort, the Bitpop family of low-glare luminaires
comes in five different configurations. Ideal for both commercial and
residential installations, Bitpop fixtures can be flush or regress mounted.
JA8, IC, Chicago Plenum rated.

TECHNICAL DATA
Wattage / Input
Power Supply

Construction

CCT
CRI

Delivered Lumens
Efficacy

Optics

Finishes

Cut-Out Dimensions
Fixture Dimensions
Aperture

Fixture Weight

LED Source

Lumen Maintenance
Color Consistency
Operating Temp.

IP Rating

JAS8

12W (500mA)
Remote, not included. See page 2.

Body: Aluminum Alloy EN AW 6082
Trim: Steel
Cable Length: 0.98’ standard

2700K, 3000K, 4000K

2700K, 3000K: CRI >90
4000K: CRI >80 (Not JA8 Certified)

670 Im (3000K, 30°, CRI 90)

45 Im/W

17° (Not JAS Certified), 30°, 42°, 17°x45°
3 Standard, Custom RAL (see below)
3.27" x 1.65”

1.93” x 3.50” x 2.80”

2" x 1.65”

0.77 Ibs

1 High-Intensity Power LED

L85, B10>50,000hrs (Ta 25°C)
3-Step MacAdam

32°F to +113°F

IP40 / IP44 Installed

Certified

ORDERING INFORMATION

Example: BP211109SB0. Accessories / Power Supplies ordered separately

BP2111
Model No. CRI/CCT Optics
BP2111 1F - 90 CRI, 2700K S - 17° (Not JA8 Certified)
15 - 90 CRI, 3000K F -30°
09 - 80 CRI, 4000K L-42°
(CRI>80 - not JA8 Certified) W -17° x 45°
Job Name/Date:

datasheet

1
U
JA8-2016

Ceiling Cut-Out: 3.27” x 1.65”
Fixture Dimensions

A

%
.08°C

Finish (Trim / Reflector)

BO - Black / White
NO - Black / Black
WO - White / White
C - Custom RAL
(consult factory for “C”)
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SUGGESTED POWER SUPPLIES
JA8 Compatible (Also for General Use)
Part Number Description Input/Output # of Fixtures
PPLT00465-P 0-10V Dimming (to 1.0%) 120-277VAC to 500mA, 20W, Class 2 141
SUGGESTED POWER SUPPLIES
500mA (Not JA8 Compatible)
Part Number Description Input/Output # of Fixtures
PPLT00469 Phase Dim (120V Only) 120VAC to 500mA, 14W, Class 2 141
PPLT00308-P 0-10V Dimming (to 0.1%) 120-277VAC to 500mA, 30W, Class 2 1-2
PPLT00480-P 0-10V Dimming (to 1.0%) 120-277VAC to 500mA, 30W, Class 2 1-2
PPLT00309-P 0-10V Dimming (to 0.1%) 120-277VAC to 500mA, 50W, Class 2 1-2
PPLT00467-P 0-10V Dimming (to 1.0%) 120-277VAC to 500mA, 50W, Class 2 1-2
Suggested Lutron Compatible (Not JA8 Compatible)
Part . Lutron Dim o # of
Number Option SKU Range Description Input/Output Fixtures
PPLT00195 | L3DAE/ L3DA3W L3DA 100%-1% Hi-Lume™ 1% EcoSystem™ / 1% 3-Wire LED Driver 120-277VAC to 500mA, 19W, Class 2 141

PPLT00180 | L3DAE/L3DA3W L3DA 100%-1% Hi-Lume™ 1% EcoSystem™ / 1% 3-Wire LED Driver 120-277VAC to 500mA , 27W, Class 2 2-2

For other power supply options consult factory.

ACCESSORIES
Installation - Regress Mount (non IC, Chicago Plenum) IC Rated, Chicago Plenum, JA8 (non regress - flange)
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1.13

WC8713 - White

WC8713N - Black AH-00003-CP - Chicago Plenum or JA8 Rated

Outer Casing for recessed installation in ceilings AH-00003-IC - IC Rated

REQUIRED for Regress Mount Option. Outer Casing for recessed installation in ceilings.
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https://designplan.com/cms/resources/media/2022/06/PPLT00469-LC14-0500P-120-C.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00308-P-Datasheet-SOLOdrive-30W-0-10V-v1.3b-1.pdf
https://designplan.com/cms/resources/media/2022/07/PPLT00480-Datasheet-ECOdrive-30w-0-10V-V1.1.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00309-P-Datasheet-SOLOdrive-50w-AUX-0-10V-v2.2b-1.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00467-P-Datasheet-ECOdrive-561-A2-B2-S2-0-10V-v1.3.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00195-L3D-369325_ENG.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00180-L3D-369325_ENG.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00465-P-Datasheet-ECOdrive-20W-0-10V-v1.0b.pdf
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PHOTOMETRIC DATA
S -17° F -30°

fc max (3000K) cd/kim max3618 —C0-C180 fc max (3000K) cd/kim max1597 —C0-C180

H (ft) ()| 10w 1w H (ft) @ (ft) 10W 15w
1.64' 0.49'| 159254 2232.65 1.64' 0.92'| 651.81 913.79
3.28' 1.02'| 398.18 558.16 3.28' 1.80'| 162.95 22845
4.92' 151'| 176.89  248.05 4.92' 2.72'| 7237 10154
6.56' 203'| 9950 139.54 6.56' 361" 4078 57.14
8.20' 253'| 6373  89.28 8.20' 453'| 2611 36.51
9.84' 407'| 4422  62.06 0° 9.84' 7.22'| 1802 2536
L -42° W -17°x45°
—C0-C180
fc max (3000K) cd/kim max702 —C0-C180 fc max (3000K) cd/kim max 1725 —(C90-C270
Hf) @) 10w 15w Hify @@ | @@ 1ow 15w |
1.64' 1.28'| 290.88 407.75 1.64' 0.49'|1.38' 745.36 1044.97
3.28' 256'| 7274  101.91 3.28' 0.98'2.72' 186.36 261.24
4.92' 3.84'| 3233 4534 4.92' 1.51'4.10' 82.78 116.13
6.56' 512'| 1821 2546 6.56' 2.00'(5.45' 4664 65.31
8.20' 6.40'| 1161 1626 8.20' 249'(6.82' 29.82 41.81 30°
9.84' 1024'| 808 1133 9.84' 2.99'(8.17' 2072 28.99 0
54
P!
%
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