CIAK 2.6 designplan®

datasheet
With a depth of only 1.18” the Ciak 2.6 recessed adjustable downlight with (“l
snoot can accomodate the tightest of spaces. With 350° rotation and 6 optical NS
options this fixture can be used in a wide array of applications. inertel
;
U - J
TECHNICAL DATA ("})
Wattage / Input 5W (24VDC)
Power Supply Remote, not included. See page 2.
Construction Body/Trim/Snoot: Aluminum
Springs: AISI 301 Harmonic Steel
Cable Length: 4.92’
ccT 2700K, 3000K, 4000K Ceiling Cut-Out: &2.56”

Fixture Dimensions

(3500K on request, consult factory) @2.40” x 1.18” h x @2.76” outer rim
CRI CRI>90
Delivered Lumens 303 Im (3000K, 32°) 02.40"
Efficacy 60.6 Im/W
Optics 11°,17°, 19° sharp, 32°, 65°, 13°x43°
Finishes White, Black, Chrome, Custom RAL (see below)

Cut-Out Dimensions 32.56”
Fixture Dimensions ©22.40” x 1.18” h x @2.76” outer rim

Fixture Weight 0.33 Ibs

LED Source 1 High Intensity Power LED o1
Lumen Maintenance L95,B10 >50,000hrs (Ta 25°C) ‘ @2.76"
Color Consistency 3-Step MacAdam

Operating Temp. 32°F to 113°F

IP Rating IP40 - \/
Impact Rating — /

13°x43° optics
(Ciak 2.6)

ORDERING INFORMATION
Example: CK26001FPN. Accessories / Power Supplies ordered separately.

CK26001
Model No. CCT Optics Finish
CK26001 F - 2700K S-11° B - White
5 - 3000K M-17° N - Black
9 - 4000K P - 19° sharp C - Chrome
L-32° R - Custom RAL
J - 65° (consult factory for “C”)
W - 13°x43°
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SUGGESTED POWER SUPPLIES

datasheet

24VDC
Part Number Description Input/Output # of Fixtures
PPLT00275 Non-Dim 120-277VAC to 24VDC, 12W, Class 2 141
PPLT00632 0-10V Dimming (Dim to Off) 120-277VAC to 24VDC, 12W, Class 2 141
PPLT00056 Non-Dim 120-277VAC to 24VDC, 26W, Class 2 1-4
PPLT00599 ELV / TRIAC & 0-10V Dimming (100 to 0%) 120-277VAC to 24VDC, 96W, Class 2 1-15
PPLT00284 Non-Dim 120-277VAC to 24VDC, 100W, Class 2 1-16
PPLT00543 0-10V Dimming to 15% (-40°C / -40°F cold weather start) 120-277VAC to 24VDC, 100W, Class 2 2-16

For other power supply options consult factory.

ACCESSORIES - Installation

7.767

7.625

5.040
o o

° 1.335

AH-00010-IC (IC Rated)

AH-00010-CP (Chicago Plenum Rated)

Housing for recessed installation in ceilings.

Job Name/Date:

Fixture Type Designation:

sales@designplan.com
www.designplan.com

79 Trenton Avenue, Frenchtown NJ 08825
© Copyright 2019 Designplan Lighting, Inc.
Published: September 14, 2023

P: 908-996-7710

F: 908-996-7042
20f3



http://www.designplan.com
https://designplan.com/cms/resources/media/2022/06/PPLT00275-hatch-LV12-24N-UNV-Y.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00632.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00056-Inventronics-EUV-025S024PS.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00599.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00284-HATCH-LV100-24N-UNV-I.pdf
https://designplan.com/cms/resources/media/2022/06/PPLT00543.pdf
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PHOTOMETRIC DATA
Note all Photometry is 3000K

S-11°

Fc max (3000K)
H (ft 0 (f)
1.64' 0.33 1794.89
3.28' 0.62' 448.72
4.9 0.95' 199.46
6.56' 1.25' 112.23
8.20' 157" 71.81
9.84' 1.90' 49.89
P - 19° sharnp

Fc max (3000K)
H (ft 0 (f)
1.64' 0.56' 422.34
3.28' 1.12' 105.54
492 1.67' 46.92
6.56' 2.20' 26.38
8.20' 2.76' 16.91
9.84' 3.31' 11.71
J -65°

Fc max (3000K)
H (ft 0 (ft)
1.64' 2.10' 100.71
3.28' 4.20 25.18
492 6.30' 11.15
6.56' 8.40' 6.32
8.20' 10.50' 3.99
9.84' 12.60' 2.79
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datasheet

M- 17°

Fc max (3000K) cdkm max 7623 —C0-C180
H (ft) 0 (ft)
1.64' 0.49 816.52
3.28' 1.02 204.11
4.92 1.51" 90.77
6.56' 2.00' 51.00
8.20' 2.56' 3270 3p° 30°
9.84' 3.02' 22.67 0°
L -32°

Fc max (3000K) cdKkim  max 2638 —C0-C180
H (ft) 0 (f)
1.64' 0.95' 293.20
3.28' 1.90" 73.30
492 2.82' 32.61
6.56' 3.7 18.30
8.20' 472 11.71 30° 30°
9.84' 5.68' 8.18 0°
W - 13°x43°

1500-co-c180
Fc max (3000K) cdkim max4319 =C90 - C270

H (f) 0|0 Y | YN
164 039' | 131" 45513 "’//I[m\\\se
308 079'| 259 11381 ""‘“‘\“
492 115 | 3.90 50.54 “, ] ’
6.56' 1.54' | 5.18' 28.43 .A",’A
8.20' 194' | 650 18.21 $

9.84' 233 | 7.81" 12,63 0°
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