
GEM

2700K 3000K 4000K

GEM 1.1
3000K, 2.5W, 42°, black

Project by / Studio ARCHH Lorenzo Agnese, Giovanni Guerrieri
Photo by / Alessio Tamborini 
The Coeclerici Gallery, Galata Maritime Museum, Genoa, Italy

Ø0.47 in Ø0.87 in Ø1.26 in

GEM MINI 1  
 1W  350mA

GEM 1.1  
2.5W  700mA

GEM 2.1  
4.5W  350mA

INDOOR PROJECTOR
LIGHTING FOR DISPLAY CASES IN MUSEUMS, 
HOMES AND RETAIL SETTINGS

narrow medium wide
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250° Ø0.47"
0.79"

0.39" 0.43"
0 in

7.87

1.18
1.73
2.40

GEM MINI 1
0.05 lbs IP40

POWER / MODEL CODE 1W  350mA 
GE01201000  0  B 
GE01201000  0  P 
GE01201000  0  N

White
Pearl chrome 
Black

 HONEYCOMB LOUVRE

 LED COLOR F - 2700K 
5 - 3000K
9 - 4000K

 OPTICS M - 23°
F - 36° 
L - 48°

LUMEN OUTPUT AT SOURCE 105 lm (3000K, 350mA)

DELIVERED LUMEN OUTPUT 51 lm (3000K, 350mA, 36°)

NO. AND TYPE OF LED 1 power LED
3-step MacAdam, 50000h L90 B10 (Ta 25°C)

MATERIAL body in anticorodal aluminum 
bracket in aluminum

POWER SUPPLY UNIT Remote power supply required, not included

POWER CABLE includes 4.92 ft PVC cable 
HT105° 2x0.01 Ø0.12 in

WIRING series

MOUNTING surface mounted (ceiling, wall, shelf, showcase)

ACCESSORIES see accessories page

FEATURES CRI >90

GEM 1.1
3000K, 2.5W, 42°, black

Project by / Studio ARCHH Lorenzo Agnese 
Giovanni Guerrieri
Photo by / Alessio Tamborini 
The Coeclerici Gallery, Galata Maritime Museum
Genoa, Italy
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230°
Ø1.26"

1.57"

0.79"0.79"

250° Ø0.87"
1.2"

0.59"0.59"

GEM

GEM 1.1 GEM 2.1
IP40 IP40

INDOOR PROJECTORS

0.09 lbs 0.16 lbs

2.5W  700mA
GE1120100  0  B 
GE1120100  0  P 
GE1120100  0  N

White
Pearl chrome 
Black

0 - not present
1 - present

F - 2700K 
5 - 3000K
9 - 4000K

S - 17°
M - 23°
F - 32° 
L - 42°

260 lm (3000K, 700mA)

160 lm (3000K, 700mA, 23°)

1 power LED
2-step MacAdam, 50000h L90 B10 (Ta 25°C)

body in anticorodal aluminum 
bracket in aluminum

Remote power supply required, not included

includes 4.92 ft PVC cable 
HT105° 2x0.01 Ø0.12 in

series

surface mounted (ceiling, wall, shelf, showcase)

see accessories page

CRI >90

4.5W  350mA
GE2120100  0  B 
GE2120100  0  P 
GE2120100  0  N

White
Pearl chrome 
Black

0 - not present
1 - present

F - 2700K 
5 - 3000K
9 - 4000K

S - 16°
M - 23°
F - 33° 
L - 42°

452 lm (3000K, 350mA)

280 lm (3000K, 350mA, 23°)

1 high-intensity power LED
3-step MacAdam, 50000h L90 B10 (Ta 25°C)

body in anticorodal aluminum 
bracket in aluminum

Remote power supply required, not included

includes 4.92 ft PVC cable 
HT105° 2x0.01 Ø0.12 in

series

surface mounted (ceiling, wall, shelf, showcase)

see accessories page

CRI >90

Pearl chrome 

White

Black
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GEM MINI 1
3000K, 1W, 48°, pearl chrome
GEM 1.1
3000K, 2.5W, 42°, pearl chrome
GEM 2.1
3000K, 4.5W, 42°, pearl chrome
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GEM INDOOR PROJECTORS
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GEM

GEM 2.1

H (ft)
1.64 149.0
3.28 37.3
4.92 16.5
6.56 9.3
8.20 5.9
9.84

Ø  (ft) 
1.25 
2.49 
3.71 
4.95 
6.20 
7.45 4.2

L - 42° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 1766 C0 - C180

H (ft)
1.64 231.9
3.28 58.0
4.92 25.7
6.56 14.5
8.20 9.3
9.84

Ø  (ft) 
0.95 
1.90 
2.89 
3.84 
4.79 
5.74 6.4

F - 33° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 2496 C0 - C180

H (ft)
1.64 829.3
3.28 207.4
4.92 92.2
6.56 51.8
8.20 33.2
9.84

Ø  (ft) 
0.46 
0.92 
1.41 
1.87 
2.33 
2.79 23.0

S - 16° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 8085 C0 - C180

H (ft)
1.64 449.7
3.28 112.4
4.92 50.0
6.56 28.1
8.20 18.0
9.84

Ø  (ft) 
0.66
1.35
2.00
2.66
3.31
4.00 12.4

M - 23° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 4316 C0 - C180

H (ft)
1.64 80.9
3.28 20.3
4.92 9.0
6.56 5.0
8.20 3.3
9.84

Ø  (ft) 
1.25 
2.49 
3.74 
4.95 
6.20 
7.45 2.2

L - 42° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 1770 C0 - C180

H (ft)
1.64 121.7
3.28 30.4
4.92 13.6
6.56 7.6
8.20 4.8
9.84

Ø  (ft) 
0.95 
1.90 
2.85 
3.77 
4.72 
5.68 3.3

F - 32° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 2620 C0 - C180

GEM MINI 1
H (ft)
1.64 35.6
3.28 8.9
4.92 4.0
6.56 2.2
8.20 1.4
16.40

Ø  (ft) 
1.05
2.10
3.15
4.20
5.25
6.33 1.0

F - 36° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 1878 C0 - C180

H (ft)
1.64 17.2
3.28 4.3
4.92 2.0
6.56 1.1
8.20 0.7
9.84

Ø  (ft) 
1.44
2.89
4.33
5.77
7.22
8.66 0.5

L - 48° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 1283 C0 - C180

H (ft)
1.64 65.0
3.28 16.3
4.92 7.3
6.56 4.1
8.20 2.6
9.84

Ø  (ft) 
0.69
1.35
2.03
2.72
3.38
4.07 1.8

M - 23° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 3364 C0 - C180

GEM 1.1
H (ft)
1.64 402.2
3.28 100.5
4.92 44.7
6.56 25.2
8.20 16.1
9.84

Ø  (ft) 
0.49
1.02
1.51
2.03
2.53
3.05 11.1

S - 17° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 7412 C0 - C180

H (ft)
1.64 264.6
3.28 66.1
4.92 29.4
6.56 16.5
8.20 10.6
9.84

Ø  (ft) 
0.66
1.35
2.00
2.69
3.35
4.04 7.3

M - 23° 
Fc max (3000K)

0°
30°30°

cd/Klm    max 4450 C0 - C180

PHOTOMETRIC DATA

INDOOR PROJECTORS
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