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DUOMO 3.0
3000K, 28W, 30°, antique white

TM



DUOMO

2700K 3000K 4000K

DUOMO
PROJECTORS

INDOOR PROJECTORS
ARCHITECTURAL LIGHTING FOR NAVES AND ARCADES

ultra-
wide

narrow medium wide elliptical

DUOMO 2.0
19W  24VDC
0-10V Dimming

DUOMO 3.0
28W  24VDC
0-10V Dimming

DUOMO 4.0
56W  24VDC
0-10V Dimming
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ANTIQUE WHITE FINISH 
TO VISUALLY INTEGRATE 
THE LIGHTING FIXTURE 
INTO HISTORIC BUILDINGS

ANTI-GLARE 
RECESSED OPTICS
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DUOMO

IP54

DUOMO 
PROJECTORS

UNIQUE SELLING POINTS

SERIGRAPHED, TEMPERED 
EXTRA-CLEAR GLASS

DIMMING WITH DALI, 0–10V 
OR PUSH, OR WITH BLUETOOTH 
CONTROL, ON REQUEST

THE BRACKET CAN SLIDE 
ALONG THE ENTIRE LENGTH 
OF THE HEAD, ALLOWING THE 
PROJECTOR TO BE INSTALLED 
AND ANGLED IN TIGHT SPACES

SUITABLE FOR INSTALLATION IN 
CLOISTERS AND COLLONADES
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DUOMO

DUOMO 2.0

IP54 IK06

6.14"

6.54"

1.97"

10.24"

0.94" 2.68"

3.42 lbs

POWER / POWER SUPPLY 
MODEL NO.

 CRI

 HONEYCOMB LOUVRE

 LED COLOR

 OPTICS

LUMEN OUTPUT AT SOURCE

DELIVERED LUMEN OUTPUT

NO. AND TYPE OF LED

MATERIAL

POWER SUPPLY UNIT

MOUNTING

FEATURES

19W  24VDC  0-10V
DU2010  00  0  6 
DU2010  00  0  E
DU2010  00  0  H

Antique white
White
Anthracite 

0 - CRI 80
1 - CRI >90

0 - not present
1 - present
(not compatible with 10º optics)

F - 2700K 
5 - 3000K
9 - 4000K

T - 10°
S - 14°
M - 30°
L - 35°

J - 43°
K - 63°
W- 18°x44°
X - 44°x18°

1760 lm (3000K, CRI 80)

1428 lm (3000K, 30°, CRI 80)

4 high intensity power LEDs
3-step MacAdam, 50,000h L90 B10 (Ta 25°C)

body and bracket in Anticorodal® aluminum
lens in serigraphed, tempered, extra-clear glass

built in

surface mounted (ceiling, wall, floor)

electrical wiring simplified by the ability to connect 
the electrical cables directly to the connector

18°x44° optics

44°x18° optics
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IP54 IP54IK06 IK06

15.59"

6.54"

10.24"

1.97"

0.94" 2.68"

220°

8.11"

6.54"

1.97"

10.24"

0.94" 2.68"

220°

DUOMO 4.0DUOMO 3.0

DUOMO 
PROJECTORS

4.63 lbs

28W  24VDC  0-10V
DU3010  00  0  6 
DU3010  00  0  E
DU3010  00  0  H

Antique white
White
Anthracite

0 - CRI 80
1 - CRI >90

0 - not present
1 - present
(not compatible with 10º optics)

F - 2700K 
5 - 3000K
9 - 4000K

T - 10°
S - 14°
M - 30°
L - 35°

J - 43°
K - 63°
W- 18°x44°
X - 44°x18°

2640 lm (3000K, CRI 80)

2142 lm (3000K, 30°, CRI 80)

6 high intensity power LEDs
3-step MacAdam, 50,000h L90 B10 (Ta 25°C)

body and bracket in Anticorodal® aluminum 
lens in serigraphed, tempered, extra-clear glass

built in

surface mounted (ceiling, wall, floor)

electrical wiring simplified by the ability to connect 
the electrical cables directly to the connector

56W  24VDC  0-10V
DU4010  00  0  6 
DU4010  00  0  E
DU4010  00  0  H

Antique white
White
Anthracite

0 - CRI 80
1 - CRI >90

0 - not present
1 - present
(not compatible with 10º optics)

F - 2700K 
5 - 3000K
9 - 4000K

T - 10°
S - 14°
M - 30°
L - 35°

J - 43°
K - 63°
W- 18°x44°
X - 44°x18°

5280 lm (3000K, CRI 80)

4284 lm (3000K, 30°, CRI 80)

12 high intensity power LEDs
3-step MacAdam, 50,000h L90 B10 (Ta 25°C)

body and bracket in Anticorodal® aluminum
lens in serigraphed, tempered, extra-clear glass

built in

surface mounted (ceiling, wall, floor)

electrical wiring simplified by the ability to connect 
the electrical cables directly to the connector

9.92 lbs
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DUOMO

Easy to wire because electrical 
cables can be connected 
directly to the connector

In/out connection possible

ACCESSORIES

ACCESSORIES

WMA006 - Antique white

WMA00E - White

WMA00H - Anthracite

Adjustable bracket

DUOMO 3.0
3000K, 28W, 33°, white  
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DUOMO

DUOMO 2.0
cd/Klm    max 27351

T - 10° CRI 80

Fc max (3000K) C0 - C180

H (ft)

876.6

219.2

97.4

54.8

Ø  (ft) 

1.12' 

2.26' 

3.38' 

4.49' 

5.61' 35.0 0°
30°30°

cd/Klm    max 3632

M - 30° CRI 80

Fc max (3000K) C0 - C180

H (ft)

120.5

30.1

13.4

7.5

Ø  (ft) 

3.44' 

6.89' 

10.33' 

13.81' 

17.26' 4.8 0°
30°30°

cd/Klm    max 11597

S - 14° CRI 80

Fc max (3000K) C0 - C180

H (ft)

371.7

92.9

41.3

23.2

Ø  (ft) 

1.57' 

3.15' 

4.69' 

6.27' 

7.84' 14.9 0°
30°30°

cd/Klm    max 2633

L - 35° CRI 80

Fc max (3000K) C0 - C180

H (ft)

83.4

20.8

9.3

5.2

Ø  (ft) 

4.10' 

8.23' 

12.34' 

16.44' 

20.54' 3.3 0°
30°30°

INDOOR PROJECTORS

T - 10°  CRI 80

M - 30°  CRI 80

S - 14°  CRI 80

L - 35°  CRI 80
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6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

cd/Klm    max 1959Fc max (3000K) C0 - C180

H (ft)

63.7

15.9

7.1

4.0

2.5
0°

30°30°

Ø  (ft) 

5.22' 

10.40' 

15.62'

20.80'

26.02'

0°
30°30°

cd/Klm    max 3360Fc max (3000K)
C0 - C180
C90 - C270

H (ft)

102.2

25.5

11.3

6.4

Ø  (ft)

2.03' 

4.04' 

6.07' 

8.10' 

10.10' 4.1

cd/Klm    max 988Fc max (3000K) C0 - C180

H (ft)

27.0

6.8

3.0

1.7

Ø  (ft) 

8.01' 

16.01' 

23.98' 

31.99' 

39.99' 1.1
0°

30°30°

cd/Klm    max 3360Fc max (3000K)
C0 - C180
C90 - C270

H (ft)

102.2

25.5

11.3

6.4

Ø  (ft)

5.28' 

10.60' 

15.88' 

21.19' 

26.48' 4.1 0°
30°30°

W - 18°x44°  CRI 80 X - 44°x18°  CRI 80

J - 43°  CRI 80 K - 63°  CRI 80

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

Ø  (ft)

5.28' 

10.60' 

15.88' 

21.19' 

26.48'

Ø  (ft)

2.03'

4.04'

6.07'

8.10'

10.10'



DUOMO 3.0
cd/Klm    max 27351Fc max (3000K) C0 - C180

H (ft)

1314.9

328.8

146.1

82.2

Ø  (ft) 

1.12' 

2.26' 

3.38' 

4.49' 

5.61' 52.6 0°
30°30°

cd/Klm    max 988Fc max (3000K) C0 - C180

H (ft)

40.6

10.1

4.6

2.5

Ø  (ft) 

8.01' 

16.01' 

23.98' 

31.99' 

39.99' 1.6
0°

30°30°

cd/Klm    max 3632Fc max (3000K) C0 - C180

H (ft)

180.7

45.2

20.1

11.3

Ø  (ft) 

3.44' 

6.89' 

10.33' 

13.81' 

17.26' 7.2 0°
30°30°

153.3

38.3

17.0

9.6

6.1 0°
30°30°

cd/Klm    max 3360Fc max (3000K)
C0 - C180
C90 - C270

H (ft) Ø  (ft)

2.03' 

4.04' 

6.07' 

8.10' 

10.10'

cd/Klm    max 3360Fc max (3000K)
C0 - C180
C90 - C270

H (ft) Ø  (ft)

5.28' 

10.60' 

15.88' 

21.19' 

26.48' 0°
30°30°

153.3

38.3

17.0

9.6

6.1

cd/Klm    max 11597Fc max (3000K) C0 - C180

H (ft)

557.6

139.4

62.0

34.8

Ø  (ft) 

1.57' 

3.15' 

4.69' 

6.27' 

7.84' 22.3 0°
30°30°

cd/Klm    max 1959Fc max (3000K) C0 - C180

H (ft)

95.5

23.9

10.6

5.9

Ø  (ft) 

5.22' 

10.40' 

15.62' 

20.80' 

26.02' 3.8
0°

30°30°

cd/Klm    max 2633Fc max (3000K) C0 - C180

H (ft)

125.1

31.3

13.9

7.8

Ø  (ft) 

4.10' 

8.23' 

12.34' 

16.44' 

20.54' 5.0 0°
30°30°

T - 10°  CRI 80

W - 18°x44°  CRI 80 X - 44°x18°  CRI 80

M - 30°  CRI 80

S - 14°  CRI 80

L - 35°   CRI 80

J - 43°  CRI 80 K - 63°  CRI 80

PHOTOMETRIC 
DATA
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6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

Ø  (ft)

2.03' 

4.04' 

6.07' 

8.10' 

10.10'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

Ø  (ft)

5.28' 

10.60'

15.88' 

21.19' 

26.48'



DUOMO 4.0

81.2

20.3

9.0

5.1

3.3

cd/Klm    max 988

K - 63°  CRI 80
Fc max (3000K) C0 - C180

H (ft) Ø  (ft) 

8.01' 

16.01' 

23.98' 

31.99' 

39.99'
0°

30°30°

361.4

90.3

40.1

22.6

14.5

cd/Klm    max 3632

M - 30° CRI 80
Fc max (3000K) C0 - C180

H (ft) Ø  (ft) 

3.44' 

6.89' 

10.33' 

13.81' 

17.26' 0°
30°30°

306.6

76.6

34.1

19.1

12.3 0°
30°30°

cd/Klm    max 3360

W - 18°x44° CRI 80 
Fc max (3000K)

C0 - C180
C90 - C270

H (ft) Ø  (ft) 

2.03' 

4.04' 

6.07' 

8.10' 

10.10'

306.6

76.6

34.1

19.1

12.3

cd/Klm    max 3360

X - 44°x18° CRI 80 
Fc max (3000K)

C0 - C180
C90 - C270

H (ft)

6.56'

13.12'

19.69'

26.25'

32.81'

Ø  (ft) 

5.28' 

10.60' 

15.88' 

21.19' 

26.48' 0°
30°30°

191.1

47.8

21.3

12.0

7.6

cd/Klm    max 1959

J - 43°  CRI 80
Fc max (3000K) C0 - C180

H (ft) Ø  (ft) 

5.22' 

10.40' 

15.62' 

20.80' 

26.02'
0°

30°30°

250.2

62.5

27.8

15.6

10.0

cd/Klm    max 2633

L - 35° CRI 80
Fc max (3000K) C0 - C180

H (ft) Ø  (ft) 

4.10' 

8.23' 

12.34' 

16.44' 

20.54' 0°
30°30°

2629.9

657.5

292.2

164.3

105.2

cd/Klm    max 27351

T - 10° CRI 80
Fc max (3000K) C0 - C180

H (ft)

6.56'

13.12'

19.69'

26.25'

32.81'

Ø  (ft) 

1.12' 

2.26' 

3.38' 

4.49' 

5.61' 0°
30°30°

1115.1

278.8

123.9

69.7

44.6

cd/Klm    max 11597

S - 14° CRI 80
Fc max (3000K) C0 - C180

H (ft) Ø  (ft) 

1.57' 

3.15' 

4.69' 

6.27' 

7.84' 0°
30°30°

T - 10°   CRI 80

W - 18°x44°   CRI 80 X - 44°x18°   CRI 80

M - 30°   CRI 80

S - 14°   CRI 80

L - 35°   CRI 80

J - 43°   CRI 80 K - 63°   CRI 80
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13.12'

19.69'
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32.81'

Ø  (ft) 

5.28' 

10.60' 

15.88' 

21.19' 

26.48'
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13.12'
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26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

6.56'

13.12'

19.69'

26.25'

32.81'

Ø  (ft) 

2.03' 

4.04' 

6.07' 

8.10' 

10.10'




