PROFILE 1.6
3000K, 22W, 51.10"
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PROFILE

PROFILE 1.6
3000K, 9W, 17.64"

PROFILE 1.6

0.75"

9.29"/17.64"/34.37"/51.10"

PROFILE 2.6
3000K, 9W, 17.64"

70.51"

21054 1P4o

MODEL NO. 5W 24VDC 9.29"
PF1600 "D A

9W 24VDC 17.64"
PF1601 "' DA

17W 24VDC 34.37"
PF1602 D A

22W 24VDC 51.10"
PF1603 "D A

LED COLOR F - 2700K
5 - 3000K
9 - 4000K

OPTICS diffuse

LUMEN OUTPUT AT SOURCE 420 Im (3000K, 9.29")
PROFILE 4.6 \
. 840 Im (3000K, 17.64")

3000K, 9W, 17.64 1680 Im (3000K, 34.37")

2520 Im (3000K, 51.10")

DELIVERED LUMEN OUTPUT 255 Im (3000K, 9.29")
510 Im (3000K, 17.64")
1020 Im (3000K, 34.37")
1530 Im (3000K, 51.10")

NO. AND TYPE OF LEDS 30, 60, 120, 180 mid-power LEDs
MATERIAL body in anodized aluminum

lens in opal polycarbonate
POWER SUPPLY UNIT remote power supply required, not included
MOUNTING surface mounted (ceiling, wall, cabinets)
ACCESSORIES see accessories page

NOTES non-standard lengths available on request




PROFILE 2.6

21054 1P4o

9.29"/17.64"/34.37"/51.10"

5W 24VDC 9.29"
PF2600 "D A

9W 24VDC 17.64"
PF2601 "D A

17W 24VDC 34.37"
PF2602 D A

22W 24VDC 51.10"
PF2603 "D A

PROFILE 4.6

0.79"

9.29"/17.64"/34.37"51.10"

1054 1P4o

F - 2700K
5 - 3000K
9 - 4000K

5W 24VDC 9.29"
PF4600 "D A

9W 24VDC 17.64"
PF4601 "D A

17W 24VDC 34.37"
PF46021 D A

22W 24VDC 51.10"
PF4603 " D A

diffuse

F - 2700K
5 - 3000K
9 - 4000K

420 Im (3000K, 9.29")
840 Im (3000K, 17.64")
1680 Im (3000K, 34.37")
2520 Im (3000K, 51.10")

diffuse

255 Im (3000K, 9.29")
510 Im (3000K, 17.64")
1020 Im (3000K, 34.37")
1530 Im (3000K, 51.10")

420 Im (3000K, 9.29")
840 Im (3000K, 17.64")
1680 Im (3000K, 34.37")
2520 Im (3000K, 51.10")

30, 60, 120, 180 mid-power LEDs

255 Im (3000K, 9.29")
510 Im (3000K, 17.64")
1020 Im (3000K, 34.37")
1530 Im (3000K, 51.10")

body in anodized aluminum
lens in opal polycarbonate

30, 60, 120, 180 mid-power LEDs

remote power supply required, not included

body in anodized aluminum
lens in opal polycarbonate

surface mounted (ceiling, wall, cabinets)

remote power supply required, not included

see accessories page

surface mounted (ceiling, wall, cabinets)

non-standard lengths available on request

see accessories page

non-standard lengths available on request
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PHOTOMETRIC DATA

fc max (3000K)

D - Diffuse 9.29"
H (f) 0 (ff)

164 515

328 10.30'
492" 1545
656'  20.60'
820" 2575
9.84' 3091

D - Diffuse 17.64"

fc max (3000K) cdkim max 343

H (ft)

1.64'
3.28'
4.92'
6.56"
8.20'
9.84'

0 (f)

5.15'

10.30'
15.45'
20.60'
25.75'
30.91"

65.03
16.26
7.25

D - Diffuse 34.37"

H (ft)

1.64'
3.28'
4.92'
6.56'
8.20'
9.84'

0 (ft)
5.15'

10.30'
15.45'
20.60'
25.75'
30.91"

fc max (3000K) cdm max

130.06
32.52
14.49

8.18

D - Diffuse 51.10"

H (ft)

1.64'
3.28'
4.92'
6.56'
8.20"
9.84'

0 (ft)
5.15'

fc max (3000K) cakim max

195.19
48.77
21.65
1217

7.80
5.39









