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Zero
LOOKING FOR A LIGHT THAT GUIDES US

Family of recessed ground lights, made of turned and 
anodized aluminum in a natural finish, available in 
four sizes: Ø1.77 in, Ø2.56 in, Ø3.35 in, and Ø4.33 in. 

All models come with a transparent tempered and silk-
screened glass, fixed with silicone robotic system 
and are available with or without a honeycomb grid. 

The Ø1.77" and Ø2.56" versions are equipped 
with Power-LED boards (2700K and 3000K), while 
the Ø3.35" model is equipped with a Mid-power LED 
board (3000K).

The Zero Dome model features a body made of 
stainless steel (AISI 316L) and a frosted polycar-
bonate diffuser, offering either 360° or 180° radial light 
emission, fully resin-coated internally to ensure its IP 
protection.

The Zero Ø4.33" model is equipped with a COB LED 
with a lens, mounted on a rotating mechanical system 
for adjusting the light beam.

This system is directly accessible to the installer, 
allowing the beam to be directed during 
installation.
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Zero 45

Available finishes: Light Source 	
Supply		
Dimmer 		
CRI 		
IP rating 		

Application 	
Diffuser 		

 power led
        24VDC

PWM
        ≥80

                IP67

ground recessed
tempered glass transparent

Power
	

24VDC 2W LED - 3W total 
2700K / 3000K

aluminum

2700K	 24V		  18° with honeycomb		 98 D900132136

3000K 24V 18° with honeycomb 103	 D900112136

lm	 aluminum

2 W LED 18° without honeycomb		 169 D900132146

	   18° without honeycomb		 175	 D900112146

		  36° with honeycomb 75 D900132026

3 W total 36° with honeycomb 79 D900112026

36° without honeycomb	 224 D900132036

36° without honeycomb	 236	 D900112036



Zero 65

aluminum

Available finishes: Light Source 	
Supply		
Dimmer 		
CRI 		
IP rating 		

Application 	
Diffuser 		

power LED
24V
PWM
≥80

IP67

ground recessed
tempered glass transparent

Power
	

24V 5.8W LED - 6.3W total 
2700K / 3000K

2700K	 24V	 10° with honeycomb		 243 D900132196

3000K	 24V	 10° with honeycomb		 253	 D900112196

lm	 aluminum

lm	 aluminum

	 10° without honeycomb		 405 D900132206

	 10° without honeycomb		 422	 D900112206

6.3 W total 26° with honeycomb		 251 D900132156

6.3 W total 26° with honeycomb		 264	 D900112156

26° without honeycomb		 432 D900132126

26° without honeycomb		 455	 D900112126

52° with honeycomb 135 D900132066

52° with honeycomb 142	 D900112066

52° without honeycomb	 409 D900132076

52° without honeycomb		 431	 D900112076
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Zero 85

Available finishes:

3000K	 24V	 diffused with honeycomb 131 D900112086

lm	 aluminum

		   diffused without honeycomb 451 D900112166

aluminum

Light Source 	 power led
Supply		  24V
Dimmer 		 PWM
CRI 		 ≥80
IP rating 		 IP67
Electrical Class	 III
Application 	 ground recessed
Diffuser 		 tempered glass transparent

Power 24V  5.5W led  6.5W total 
	 3000K

6.5 W total  



Zero 110

Available finishes: Light Source 	 cob led
Supply		  24V
Dimmer 		 PWM
CRI 		 ≥80
IP rating 		 IP67
Electrical Class	 III
Application 	 ground recessed
Diffuser 		 tempered glass transparent

Power 24V 12W led
	 2700K / 3000K

2700K	 24V		  15° 1088 D900132016

3000K	 24V		  15° 1146	 D900112016

lm	 aluminum

			    36° 1081 D900132106

			    36° 1143	 D900112106

			 60° 1019 D900132116

			 60° 1073	 D900112116

aluminum
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Zero Dome

Available finishes: Light Source 	 mid power led
Supply		  24V
Dimmer 		 PWM
CRI 		 ≥80
IP rating 		 IP67
Electrical Class	 III
Application 	 ground / wall recessed
Diffuser 		 printed polycarbonate diffuser

Power
	

24V 1 W led / 2 W led 
2700K / 3000K

inox

inoxlm

lm

lm

lm

2700K	 24V		  180°	 21	 D900132171
1 W total

3000K	 24V		  180°	 22	 D900112171

inox

1 W total

2700K	 24V		  360°	 50	 D900132181

inox

2 W total

3000K	 24V		  360°	 52	 D900112181

inox

2 W total
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Recessed box Zero 45 
Ø1.57x4.45 in

code 9001

Recessed box Zero 65 
Ø2.48x4.45 in

code 9002

Recessed box Zero 85 
Ø3.15x6.38 in

code 9003

Recessed box Zero 110 
Ø3.94x8.11 in

code 9000

3-4 way - 4 poles terminal block IP68 
2.09x1.02x3.23 in
(only for Zero 85 and Zero 110)

code 9005

ACCESSORIES:

code 9001 / 9002 / 9003 / 9000 / 9005 
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ACCESSORIES




